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Prior tests are recommended before any commercial work. 

The information contained herein is based on our knowledge, true and correct. Any recommendations are made 

without guarantee, as the conditions of use are beyond our control. Our technical department may be contacted for 

further information. 
 
 

LABITEX TWIN MAT UV OFFSET 
 

 

Product description: 

Oil-based matt varnish for the Drip-off technology. Formulated for a variety of substrates including paper, 

paperboard, foils stocks and metallized papers. Not suitable for food packaging and sensitive applications. 

 
 

Physical characteristics: 

Viscosity:                                                   As delivered. Stir well before using. 

Glueability:                                                 No. 

Hot stamping:                                             No. 

Thermographic powder application:          No. 

 

 

Application:     

 

Equipment:                                               Offset press ink unit.  

 

Machine mode:                                         The machine should be adapted to work with the oil- based materials, 

                                                                  including rollers and hoses. 

 

Recommended varnish coat:                    1 – 1.8 g/m², depending the absorbency of the substrate. For applying the  

                                                                  varnish have to be used standard anilox engraved roll with ceramic coating  

                                                                  and hexagonal open cell structure with the corresponding cell volume and  

                                                                  line count.        

 

Impression manipulation:                        Work with the varnished sheets (cutting, stamping, scoring, pasting) can be 

                                                                 carried out in 24 hours after drawing a varnish in connection with 

                                                                 oxidative drying of oil materials. Since the Drip-off effect is achieved with a 

                                                                 thick layer of twin-layer varnishes, the high relief of the film must be taken 

                                                                 into account when setting up creasing and cutting; furthermore, it is best to 

                                                                 avoid Drip-off designs increased areas whenever possible due to their low 

                                                                 flexibility. 

                                                            

             

 

 

 

                             

 

  
BEFORE USE BE SURE TO STIR THE VARNISH FOR AT LEAST 15 MINUTES 

USING AN AUTOMATIC MIXING DEVICE. 
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UV COATINGS APPLICATION 

GENERAL GUIDELINE. 

 
Application viscosity: 

 

Coating drying:    

 

 

 

Equipment clean-up:                              

 

 

Ecology and safety:   

 

 

Storage: 

 

 

 

 

Safe handling:     

 

                  

As supplied. The viscosity is strongly depending on temperature. 

 

Cures using conventional UV lamps (mercury vapour lamps). Cure speeds 

Will be dependent upon film thickness, substrates and the type/condition of the 

UV curing equipment. 

 

Oil materials removers. 

 

 

For specific environmental/food compliance requirements, please contact our 

technicians for more information. 

 

When stored in an original unopened packaging between 10-25°C, the product 

has a shelf life at least 36 months from the date of manufacture. 

 

Avoid any contacts with skin and eyes. All works should be proceeded in the 

ventilated working area. For more information, please, see the MSDS. 

 

  

BEFORE USE BE SURE TO STIR THE VARNISH FOR AT LEAST 15 

MINUTES USING AN AUTOMATIC MIXING DEVICE. 
Notes: 

• All information provided in this Technical Data Sheet (TDS)  including the recommendations for application is based on our current 

knowledge and experiences.   

• This document is provided for informational purposes only and do not release users from carrying out their own tests and trials.  

• We reserve the right to change product properties according to the newest requirements of technical progress, amendments and 

additions to the list of restricted raw materials. These changes do not bring negative impact on the technical characteristics of the 

product. 

 


